
The revolutionary heating solution
Introducing the new R6. 3kW to 15kW Output, heating a cottage to a castle



The range
Combining tried and tested 
efficiency improvements with 
cutting edge innovation.

10-11 Flame Blade
10-11 Dynamic Control
12-13 Cleanburn
12-13 DEFRA Kit
12-13 Hot Airwash

OverviewTechnology
As engineers, we have to look beyond existing technology and ask ‘is 
there a better way?’ That’s really what Di Lusso is all about –
new thinking to solve traditional heating problems.

We invented the Di Lusso Dynamic Control technology in the same way. 
We knew there had to be an alternative to the old, cast iron ventilation 
technology. After several years of research and development, we had it.

A fire that can burn effectively and efficiently at low and high 
temperatures. No other fire on the market can achieve this. So no matter 
what your room size there is a Di Lisso fire to suit you.

Paul Grimes
Paul Grimes
Managing Director of Di Lusso.

The Di Lusso Range 
technical data at a 
glance. 

12-13 Technical data

Choose your Di Lusso fire to 
your specific requirements.

4-5 R4  

6-7 R5 with flameblade

8-9 R6 with flameblade 

Flame Blade
T e c h n o l o g y

See how Di Lusso are revolutionising the stove industry. 

All Di Lusso Authorised Dealers provide you with a standard 2 year warranty*. 
For full warranty specifications please visit www.dilussofires.co.uk

*Naturally wearing consumables such as glass, bricks, baffles, log retainers etc are excluded from this warranty.

For a list of authorised stockists please use our dealer locater which can be found on our website 
www.dilussofires.co.uk
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Superior Design
Dynamic Performance 
The present inventor has determined 
that a problem with known stoves is 
that some regions of the firebox may 
not receive a sufficient supply of air 
to support combustion. An additional 
secondary air flow with sufficient 

oxygen to support efficient burning 
of all the fuel reduces the emission 
of smoke  and combustion may be 
maintained even when the stove 
is operating significantly below its 
nominal output

‘
’

(Uk Patent Application GB2489240 )

Spring Winter

4kW 13kW

The beauty of the Di Lusso 
Range is not just its good 
looks but its adaptability in 
the face of our unpredictable 
weather.  For cooler evenings 
in Spring and Autumn, lightly 
load the stove to take the nip 
away and save putting the 

central heating on.  
For frosty days throughout 
the winter stock the stove up 
with a larger fuel load to really 
enjoy the effective output that 
these stoves are capable of 
achieving.

A real fire
For All Seasons

Why choose anything else when the Di Lusso range meets your 
heating needs throughout the year?

This page: R5

Next page: 
Top Left: R4
Bottom Left: R6
Bottom Right: R6
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3 Sided Frame 4 Sided Frame

NB. Width and depth dimensions are the same for 
both frame options.

Di Lusso R4
R4Stove Dimensions

From Terraced to Town House the Di Lusso R4 
will light up any space. Small enough to fit into a 
standard 16” fireplace but big enough to strike an 
impression. We’ve combined the best of our tried 
and tested Cleanburn technology with our new 
revolutionary Dynamic Control system to make the 
R4 a sensational focal point just for your home. 

√ No Airbrick Required 
√ Dynamic Control panel 
√ Cleanburn Technology
√ Hot Airwash system
√ Defra Approved*
√ Direct Air*

*With optional kit

Heat Output

Nominal

2kW to 6kW

4.9kW

R4 With 3 Sided Black Frame

R4 With 4 Sided Pewter Frame
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Flame Blade
T e c h n o l o g y

R5

3 Sided Frame 4 Sided Frame

NB. Width and depth dimensions are the same for 
both frame options.

Stove Dimensions

Di Lusso R5

From Maisonette to Mansion no matter where 
you live the Di Lusso R5 will be an outstanding 
addition to your home. The innovative Flame 
Blade technology and our Dynamic Control 
system make the R5 one of the easiest stoves to 
control on the market, not to mention one of the 
best looking. 

√ No Airbrick Required 
√ Flameblade Technology 
√ Dynamic Control panel 
√ Cleanburn Technology
√ Hot Airwash system
√ Defra Approved*
√ Direct Air*

*With optional kit

Heat Output

Nominal

3kW to 13kW

4.9kW

R5 With 3 Sided Black Frame

R5 With 4 Sided Black Frame
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4 Sided Frame

Flame Blade
T e c h n o l o g y

R6

From Cottage to Castle the Di Lusso R6 will look 
flawless in any setting. Effortless style combined 
with our next generation technology makes the 
R6 at the forefront of stove design. If you are 
looking for a stove that will wow your friends and 
family but also warm your heart then look no 
further than the Di Lusso R6.

3 Sided Frame

Stove Dimensions

Di Lusso R6

√ No Airbrick Required 
√ Flameblade Technology 
√ Dynamic Control panel 
√ Cleanburn Technology
√ Hot Airwash system
√ Defra Approved*
√ Direct Air*

*With optional kit

Heat Output

Nominal

3kW to 13kW

4.9kW

R6 With 3 Sided Black Frame

R4 With 4 Sided Black Frame
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Cleanburn Technology combines Tripleburn and Airwash 
systems that optimise burning conditions in the firebox.
 
Tripleburn utilises three streams of air – primary, secondary 
and tertiary – to draw air in under the fuel, over the fuel, 
across the door and behind the fuel. This means a faster 
light up and a fuller burn of the fuel provided.
 
Airwash Technology – the stream of air that flows over the 
fuel and across the glass in the door ensures that the glass 
is always kept clean – guaranteeing an excellent view of 
your fire as it burns.

IN OUR INDUSTRY, 
THE COMPETITION LOOK TO US

How it all works . . .

Conventional aeration of a wood burning stove firebox can lead to some areas not receiving a sufficient supply of 
combustion air. The resultant poor mixing of fuel and combustion air reduces combustion efficiency and leads to 
excessive smoke emissions in the flue gas.

The Dual Secondary Air System incorporates an additional stream of secondary air which passes down the rear wall of 
the firebox towards the fire bed. This stream of air is under the same valve control as the conventional secondary air. 

When the stove is running at it’s nominal or rated output the dual secondary air system ensures effective mixing of the 
fuel and combustion air therefore reducing the amount of air required which in turn improves efficiency and reduces 
particulate emissions.
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But here at Di Lusso, our engineers have been developing 
new and forward thinking systems that improve 
combustion further. Flame Blade introduces a fourth 
stream of air into the firebox on the R5 and R6, ensuring a 
more complete combustion of the fuel provided, with lower 
emissions even at lower burn temperatures.

Conventional Secondary Air supply (Hot Airwash)

Conventional Tertiary Air supply (Cleanburn)

New Additional Secondary Air supply  (Flame Blade)

Ignition air (used for start up only) (Cleanburn)

Conventional Secondary Air supply (Hot Airwash)

Conventional Tertiary Air supply (Cleanburn)

Ignition air (used for start up only) (Cleanburn)

All three Di Lusso stoves can be purchased with a DEFRA kit to comply with smoke 
control area regulations. It’s simple, a small adjustment is made to the combustion air 
valve on the cassette inside the stove.  This ensures there is always a small flow of air 
through the combustion valve, even when it appears fully closed preventing smouldering 
when the fire is performing at lower temperatures. 

The DEFRA kit can be purchased with the stove, or it can easily be fitted after, as the air 
cassette simply slides out.

RE-INVENTING HOW WE CONTROL FIRE 
DYNAMIC CONTROL

Flame Blade
T e c h n o l o g y

The Di Lusso range features a 
revolutionary control system, concealed 
behind a door that opens at the lightest 
touch as seen in picture 1

The air controls can be accessed 
without disengaging the door catch. 
The door handle is unlatched and 
swung to the position shown in 
picture 2

One touch access integrated door handle* Di Lussi Dynamic
Control System

Primary
Ignition Air

R5 / R6 
Combustion air 
& Flame Blade

R4
Combustion air 
& Tertiary air

21

Low High

3

The state of the art Di Lusso control 
system gives you total control. Simply 
rotate the right dial to increase or 
decrease the stoves burn

ECO FRIENDLY = CLEANER AIR
DI LUSSO MEETS DEFRA APPROVAL
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Di Lusso fires include:
Cleanburn technology
A tried and tested formula to aid combustion – clean 
burn technology utilisies three streams of air – primary, 
secondary and tertiary – to provide optimum air flows to the 
firebox.

Flame Blade technology (R5 + R6)
Flame Blade builds on the improvements made by 
cleanburn – introducing an additional secondary air flow in 
to the firebox has allowed for an even greater combustion 
rate, which maintains lower particulate emissions, a 
performance which is sustained even when the stove is 
burning lower than its nominal heat output.

Di Lusso Dynamic Control
Di Lusso controls seem almost intuitive, enabling the user 
complete control over the heat output of their stove. Built 
into a hidden panel which opens at the lightest touch, 
simply dial up or down with the Di Lusso control tool to 
alter the output of your fire.

Technical Key R4 R5 R6

Heat Output Range 2 - 6kW 3 - 13kW 4 - 13kW

Output Nominal kW 4.9 4.9 4.9

Efficiency on Wood % 79 79 76

Multi Fuel • √ •

Wood Burning Only √ ~ √
Black  Finish (paint) √ √ √
Pewter Finish (paint) * * *

3 Sided Frame • • •

4 Sided Frame • • •

Direct Air Kit • • •

DEFRA Kit • • •

Log Length 250mm
9 7/8”

350mm
14”

330mm
13”

~ = not available √ = standard
• = option
* = Available soon. 

Please contact your local stockist to 
discuss fitting arrangements.  

The Di Lusso R4 can be fitted into 
(but is not limited to) a standard 16” 
fireplace, with the fire back removed.

The R5 will fit the depth of a standard 
fire place. Consult with your dealer to 
discuss fitting requirements.

All Di Lusso fires require a hearth and 
adequate ventilation. This fire is not 
suitable for a shared flue. 

FUTURE PROOF 
DI LUSSO FIRES - TECHNICAL

Hot Airwash 
technology keeps the 
glass clear

Intelligent aesthetic 
design allows air to be 
drawn into the fire from 
around the door frame

Easy fit system. Install 
the Convection Chamber 
first then slide the main 
firebox. It couldn’t be 
simpler.

One touch access 
with integrated 
door handle to the 
Di Lusso Dynamic 
control

Direct Air Kit
All Di Lusso stoves can be purchased with a Direct Air Kit if 
desired or required. Ensuring that air for aiding combustion 
is brought in externally, a direct air kit allows the Di Lusso 
to perform at its best, independently from the internal air 
supply. The stove doesn’t consume air that has already 
been heated, colder air flows inside the property will not 
affect the performance of the stove and, it is safer for 
occupants. 

Easy Installation (R5 + R6)
For easier installation we have developed a convection 
chamber that can be fitted as a separate unit from the 
firebox. Additionally, the flue collar can be fitted at either a 
30° angle or vertical, depending on the specific needs of 
the fitting.

DEFRA Kit
Having met the stringent Norwegian standards for 
particulate emissions, all Di Lusso’s can be used in smoke 
control areas, when purchased with a defra kit. 

The R5 and R6 fires have 
been safety tested to 18kW

The Di Lusso undergoes stringent testing to ensure we are providing a product which pushes 
boundaries. One test – DS EN 13229 – is the CE requirement test for output and efficiency to 
make sure the Di Lusso range is performing at optimum levels. 

For particulate emissions we test to the much tougher Norwegian standard – the NS 3059 – a 
harder standard to meet than the British smoke control standard, because the Di Lusso’s have to 
be able to meet particulate emission standards even when burning at a greatly reduced output.* It 
is the Di Lusso’s ability to meet this standard, through its forward thinking technology and its
innovative controllability, that sets it apart from all other stoves on the market.
*requires a DEFRA KIT for use in smoke control areas.
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Unit 408, Emperor Way, Exeter, Devon EX1 3QS
www.dilussofires.co.uk    info@dilussofires.co.uk


